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CINTA TEJIDO DE VIDRIO TIPO “E” PARA AISLAMIENTO
GLASS FIBER WEBBING MADE OF E-GLASS FIBER

Cinta ligera de tejido de vidrio tipo “E” para aislamiento y proteccion de facil uso y aplicacion,
normalmente se usa helicoidalmente siendo la manera mas facil de aislar eficientemente una
tuberia o equipo sin realizar ningin montaje de aislamiento.

Aumentando el nimero de capas y por tanto de vueltas, aumenta su poder de aislamiento.

Light webbing made of E glass for insulation and heat protection, easy to fix. Usually it is used
in helicoidally way. If you need higher heat protection or insulation only need wrapped more.

Datos técnicos / Technical Data

Tipo de tejido / Weave ( DIN 61 101-1) Liso/Plain
Ancho / Width ( DIN EN 1773 (mm.) ) 70
Espesor / Thickness (mm.) (DIN EN ISO 5084 ) 0,8
Peso / Weight (g/m) 49
Numero de hilos / Thread count, warp/weft (cm.) (DIN EN 1049-2 ) 14 /10
Titulo del hilo / yarn count warp/weft (tex), (DIN EN ISO 2060) 272 /136x2
Diametro filamento / Filament diameter, (um.)(DIN 53811 warp/weft ) 13/9
Formato de rollo / roll length (m.) 100

USOS/APPLICATIONS

Linning hoses, pipes and gasketing joints,
fireprrofing of industrial chimneys and equipment,
Protection against fire, sparks and melted metal
splash exposure. Insulation applications with a
continuous temperature resistance up to. 550°C.




